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ORDER: 205DPS April 21, 2003

DOUBLE-DUTY

Oil Drain Plug Flip Socket Set
Six Point Hex & Twist Configurations in one socket

Use with Impact Wench or Hand Driver

• Six fluted twist socket easily removes
fastener with damaged hex head

• Knurling identifies the twist socket
end

•  Six point hex end for installing drain
plugs

• Socket size is clearly marked on
storage case

• Black industrial finish helps prevent
corrosion

Includes:
Major Minor Overall

Size O. D. O. D. Length

14mm 0.84" 0.79 2.38"

(21.3mm) (20.1mm) (60.3mm)

15mm 0.88" 0.82 2.38"

(22.4mm) (20.8mm) (60.3mm)

5/8", 16mm 0.94" 0.90 2.38"

(23.9mm) (22.9mm) (60.3mm)

17mm 1.00" 0.94 2.38"

(25.4mm) (23.9mm) (60.3mm)

3/4", 19mm 1.09" 1.03 2.38"

(27.7mm) (26.2mm) (60.3mm)

205DPS
Oil Drain Plug Removal Flip Socket Set

3/8" Sq Dr

WARNING
• Wear safety goggles. (User & bystanders)
• Do not use chrome or industrial finish hand tools with power drivers.
• Use only impact sockets & accessories with impact wrenches.
• Use only power sockets & accessories with power wrenches.
• Do not use on live electrical circuits.

Six fluted twist socket
easily removes fastener
with damaged hex head



Page 2 FILE INDEX: 1.2
205DPS

+Stock Superseded +List +Price Weight
Number +Description Stk. No. Price Group LBS/(KG)
205DPS Drain Plug Socket Set n/a $102.45 D 2.0/(0.91)

* * * *

Sales Material: Front Page of this Sheet
Family Code: 00NAI099099N
Commodity Code: 8467111080
Parts Reference: n/a
Branding/Product: Blue-Point
Branding/Package: Blue-Point
Available for Export: Yes
Country of Origin: USA
Warranty Code: ZB
+Inventory Class: 1
+Order Point: “     ”
Field Assembled Sets Affected: None

+ Fields for DSS Data Entry
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